CAPP Solo

SINGLE CHANNEL PIPETTES

CAPP 5o Single Channel Pipettes are cost effective and robust liquid-handling tools
designed for academic, diagnostic and start-up laboratories with limited budgets.

These pipettes meet industry standards of accuracy and precision, ensuring no
compromises in all liquid handling protocols. The single channel pipettes are universally
compatible with CAPP EXPelllPlzs pipette tips and most common tip brands on the market.

Features:
¢ Exchangeable colour inserts for easy visual identification
of pipettes by user or volume capacities

e Fine-tuned to ensure high levels of pipetting accuracy,
precision and long-term calibration retention

e Exceptionally light pipette chassis reduces
the risk of repetitive strain injuries

¢ Counter-mechanism prevents accidental turning while pipetting

e Crafted to withstand the toughest laboratory conditions
including chemical exposure, drops and autoclaving

e Tip cone designed for universal tip compatibility
¢ Backed by a two-year warranty
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Ordering Information

CAPP 5o/ Fixed Volume

CAPP S0l Variable Volume

Cat. No. Description Cat. No. Description
S5-1F CAPPSolo pipette, fixed vol. 5uL S2-1 CAPPSolo pipette, variable vol. 0.1 — 2.5uL
S10-1F CAPPSolo pipette, fixed vol. 10uL S10-1 CAPPSolo pipette, variable vol. 0.5 — 10puL
S20-1F CAPPSolo pipette, fixed vol. 20uL S20-1 gAPXPLSoIo ipette, variable vol. 2 —20uL,
t XL tip fit

S25-1F CAPPSolo pipette, fixed vol. 25uL . 2

. X S50-1 CAPPSolo pipette, variable vol. 5 — 50uL
S50-1F CAPPSolo pipette, fixed vol. 50uL

. . $100-1 CAPPSolo pipette, variable vol. 10 — 100puL
S100-1F  CAPPSolo pipette, fixed vol. 100puL 2000 . N B
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S200-1F CAPPSolo pipette, fixed vol. 200pL 1008} CAPPSOIO p!pette varfable VOI - 1050 )
- olo pipette, variable vol. -

5250-1F  CAPPSolo pipette, fixed vol. 250uL e o

X X S5000-1 CAPPSolo pipette, variable vol. 0.5 — 5mL
S500-1F CAPPSolo pipette, fixed vol. 500pL s100001 T —_— )

ko i tt 1 . —
S$1000-1F  CAPPSolo pipette, fixed vol. 1000uL e i
2000-1F APPSolo pi fi [.2mL
$2000 C Solo pipette, fixed vol. 2m CAPPS»4 StarterKit
S2500-1F CAPPSolo pipette, fixed vol. 2,5mL .
<5000 CAPPSOlo b fved vl Cat. No.  Description
2000-1F _ CAPPSolo pipette, fixed vol. SmL SK-03-S01 3 pipettes S10-1/5100-1 /51000-1, C-05 stand,

S$10000-1F CAPPSolo pipette, fixed vol. 10mL 3 racks of tips and 1 timer

SK-03-S02 3 pipettes S20-1 /S200-1 /S1000-1, C-05 stand,
3 racks of tips and 1 timer
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